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Abstract. A localized source of heat, such as that of laser beam, can provide a convenient means 
of producing a surface layer of altered microstructure. By using surface hardening treatment, wear 
resistance can be increased. Experiments were performed using a Nd:YAG pulsed laser under 
different processing conditions. Scanning electron microscopy (SEM), energy dispersive 
spectroscopy (EDS) and X-ray mapping (SEM) were employed to observe the effect of laser 
melting treatment on the microstructural properties of the samples. Depending on the selected laser 
treatment working conditions, different microstructures characteristics of surface melting can be 
achieved in the treated zone. Higher microhardness values were found at the treated area showing 
a superficial hardening of the sample and, consequently, an improvement of the wear resistance of 
these automotive alloys. The aim of this work is to find the optimal process parameters and to 
evaluate the characteristics of the laser superficial hardening (LSH) in a pearlitic gray iron and Al-
Si alloy used in an automobile industry (bearing and piston materials in automotive industry). 
 
 

Introduction 
 
Surface properties of materials are strongly involved in wear and failure mechanisms. Wear 
resistance of metals can be improved through an increased hardness of the surface. 
Thermochemical, mechanical, or thermal surface treatments of metallic materials have been 
investigated and some of them are currently used in the industry. 
The high power lasers offer original solutions concerning treatments surface technology and 
present some advantages when compared with conventional heat treatment methods. The main 
advantages are: extremely high cooling rates, heating of localized areas without affecting the metal 
bulk, versatility and higher process velocity, leading to high efficiency [1]. 
Laser processing depends on set of variables of the laser source (wavelength, operation mode, 
power, laser beam diameter, etc.) and of the material (geometry, physical properties and laser 
absorption). If the process is to be useful in industry it is necessary to select, for a given material, 
their best combination of these parameters. Pulsed Nd:YAG lasers are versatile tools that have 
been used for heating metals efficiently and can be used with fiber optic beam delivery: these have 
made an impact in the field of more complex three-dimensional processing [1 - 3]. 
 
 

Materials and Methods 
 
The first experimental study was performed with a pearlitic gray iron [4] used in an automobile 
engine. The chemical composition (wt %) is 91.7%Fe; 3.45%C; 2.4%Si; 0.65%P; 0.75%Mn; 
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0.66%Cu; 0.38%Cr. Figure 1 shows the morphological aspect and distribution of the graphite in 
this gray iron as received. Surface heat treatments have been applied to samples (40mm x10mm x 
8mm) taken from an automotive cylinder.  
 

 
 

Fig.1 - Morphological pattern utilizing optical 
microscopy of graphite in the gray cast iron. 
 

 
 
Fig.2 - SEM micrograph of as received Al-Si 
alloy; A: silicon particle; B: particle rich in 
Cu; C: eutectic rich in silicon; D: Matrix. 

 
Table 1 Operating conditions of the tests for 

gray cast iron. 
 

Processing Condition L2 L5 
(Wp) [kW/cm

2] 106 92 
(τ) [ms] 10 10 

∆H [mm] 5.8 8.8 
Track: 

O (%) 15 15 
SV (mm/min) 542 384 

 

Table 2 Operating Conditions of the Tests for 
cast Al-Si alloy. 

 
Processing Condition I II III 
(Wp)  [kW/cm

2] 236 145 139 
(τ) [ms] 12.3 13.7 10 

∆H [mm] 4.8 2.8 4.8 
Track 

O (%) 15 15 15 
SV (mm/min) 328 386 471 

 

The surface treatments were carried out using a pulsed Nd: YAG laser (λ = 1.06µm) with a beam 
multimode spatial distribution under argon protective atmosphere. The average absorption, A, for 
λ = 1.06µm in gray cast iron samples is 32.3 ± 2.0%. This value was obtained experimentally by 
calorimetric method [5]. Individual pulses and tracks of laser under different processing conditions 
were studied. Only the distance between focal plane and sample surface (∆H) was modified to 
obtain variation of beam dimension. The processing parameters are presented in Table 1, where 
Wp is the Power Density, ττττ the Temporal Width, φφφφ the Diameter of the melted pool, O the 
overlapping and SV the Scan Velocity. The results of laser treatment were analyzed by means of 
optical and scanning electron microscopy examination of transversal cross-sections of the treated 
zones. Vickers hardness (HV) was measured at different depths. The roughness measurements 
were performed by means of a Mitutoyo tester. 
The second experimental study was performed with cast Al-12Si-1.5Cu (wt %) that was used as 
the substrate material. The figure 2, obtained by SEM, shows its morphological aspect in the as 
received condition. Cylindrical samples (12.7mm x 12 mm), taken from an Al-Si automotive 
piston, were superficially ground until 1000-mesh and cleaned with ethanol under ultrasonic 
vibration. The surface treatments were carried out using the same laser system as for the gray iron 
case. All tests were also performed under argon protective atmosphere. The average absorptivity, 
A, for Nd: YAG laser beam in Al-Si samples [5] is 5.2 ± 1.1%. 
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Individual pulses and tracks of laser under different processing conditions were studied. Again, 
only distance between focal plane and sample surface (∆H) was modified to obtain variation of 
beam dimension. The processing parameters are presented in Table 2. Each treated surface of Al-
Si alloy was etched with a solution of de HF-5% and analyzed macroscopically to verify the 
oxidation level and the possible changes of superficial roughness. After this, a microscopic exam 
of the cross area of each incident pulse using scanning electronic microscopy was done. It was 
evaluated possible modifications of the surface occurred in function of the different processing 
condition in this alloy. Vickers hardness (HV) was measured at different depths. The roughness 
measurements were also performed by means of a Mitutoyo tester. 
 
 

RESULTS 
 
Figures 3 and 4 correspond to a transverse section of the heat-affected zone after the surface laser 
treatment in gray cast iron with one individual pulse under condition L2 and L5, respectively. For 
individual pulses, the maximum depth (190µm), obtained in the central zone of the laser beam 
incidence, was found in condition L2-individual pulse. The maximal diameter, 880µm, was found 
in condition L5-individual pulse. 
 

 
 

Fig.3 - Optical micrograph in gray cast iron 
showing typical cross-sectional structure of an 
individual laser pulse; Condition L2. Nital4%. 
 

 
 

Fig.4 - Optical micrograph in gray cast iron 
showing typical cross-sectional structure of an 
individual laser pulse; Condition L5. Nital4%. 
 

For all these experiments, it was verified that the microhardness increases with the decrease of the 
depth, because the carbon content of martensite increases with the depth. Values almost 300% 
higher than in the substrate one (240-260HV) were reached. Figures 5 and 6 correspond to a 
transverse section of the specimen (gray cast iron) with laser tracks under condition L2. 
A little superficial roughness variation was established due to surface melting where a complete 
solubilization of the graphite lamellas was obtained. Some solidification cracks, caused by internal 
compression stress generated in the molten layer, associated with lamellar graphite could be 
observed. It was found regions with different aspects in affected area that are illustrated in Fig. 6. 
They are: (1) Melt Zone (MZ), (2) Austenizatization Zone (AZ), (3) Unaffected Substrate (US). 
In condition L5-track, Figure 7, the pulses boundary is not clearly observed. This happens because 
only a hardened martensite surface layer without melted material evidence appears. In the 
hardened martensite zones the solubilization of the graphite lamellas was not completed. The 
microhardness was measured at a depth of 50µm and maximum values near 900HV were reached. 
The obtained hardness varies from 650 to 900HV, depending on the zone in the hardened layer. 
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Fig.5 - SEM image of cross-section of gray 
iron sample with laser track; Condition L2-
track. Nital 4%. 

 
 

Fig.6 - SEM image of cross section of a single 
laser track in gray cast iron; Condition: L2-
track. Nital 5% + Picral 4% + HCl. 
 

 
 
Fig. 7 - OM image of cross-section of gray iron sample with laser track; Condition L5. Nital 4%. 
 
The scanning electron micrographs of the cross sections of Al-Si alloy of the individual laser 
pulses under the processing conditions, presented in Table 2, are illustrated in the figures below, 
where is possible to observe the boundary of the affected area. In the Figure 8 is presented a 
uniform affected area under condition I, where there was a complete dissolution and dispersion of 
the particles of Si and intermetallics. 
In the condition II, the irradiated area presented the same characteristics to the condition I, but 
eventually, the remelting promotes the appearance of a region of dendritic cellular structure, 
developed during the solidification processing, as is illustrated in Figure 9. In condition III, figure 
10, it is possible to observe the boundary of the area affected with some regions brighter than 
others, indicating its non homogeneity. The micrograph of a cross section of a laser track 
(condition II) is presented in Figure 11. The superficial roughness variation was insignificant. 
With the laser remelting, it was achieved the decrease and more dispersion of the silicon particles. 
Through the rapid solidification, the silicon, elementary or eutectic, tends to the spheroidization. 
The particles tend to round off and, after dissolution, precipitate as fine particles. Thus, there is the 
microstructure refinement. In all condition, it was obtained a microhardness increase, reaching 
maximum values of 190HV for condition I, 200HV for condition II and 325HV for condition III, 
while the average microhardness of the substrate is 128 HV. The higher values of microhardness 
were found at the brighter areas.  
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Fig.8 - SEM image of Al-Si alloy showing 
typical cross-sectional structure of an 
individual laser pulse; Condition: I-individual 
pulse. 
 

 
 

Fig.9 - SEM image of Al-Si alloy showing 
typical cross-sectional structure of an 
individual laser pulse; Condition: II-
individual pulse. 
 

 
 
Fig.10 - SEM image of Al-Si alloy showing 
typical cross-sectional structure of an 
individual laser pulse; Condition III - 
individual pulse. 

 
 

Fig.11 - SEM image of cross-section of Al-Si 
alloy sample with laser track; Condition II-
track. 
 

 

 
 
Fig.12 - SEM image of the Al-Si alloy 
(condition II). 

 
 
Fig.13 - X-ray mapping (SEM) of Al-Si alloy 
(condition II). 
 

With EDS analysis, it was confirmed that with the laser treatment, there is an increase of the Si 
content in solution in the affected area. For completing this analysis, it was done an X-ray 
mapping where it was verified that for all conditions, the Si particles became smaller and more 
disperse in the matrix. The Figure 12 shows the SEM image of the microstructure in condition II, 
and the Figure 13 presents its respective X-ray mapping (SEM) image. With incidence of laser 
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tracks, it was obtained areas more uniform and homogeneous if compared with the incidence of 
individual pulses. However it was reached smaller maximum values of microhardness of 160 to 
190HV, while for individual pulses it was reached maximum of 190 to 325HV. 
 
 

Discussion and Conclusions 
 
The effect of the gray iron laser treatment depends on the matrix microstructure changes, and the 
transformations depend on graphite lamellas solubilization process. The surface layer hardening 
due to martensite takes place mainly by transformation of pearlitic region of gray iron. The 
hardness values of martensite obtained depend on the austenization condition. Solubility 
differences between pearlitic iron carbide and lamellar graphite lead to very heterogeneous 
austenitizating conditions. 
The laser surface hardening does not change the surface roughness and improves the material wear 
behaviour. On the other hand, laser surface melting leads to an increase in the roughness 
depending on the thickness of the molten layer. 
The incidence of individual pulses or laser tracks using equal processing parameters, gives 
different microstructural aspect. It is due to the influence of the residual heat when laser tracks are 
applied. Parameters as scan velocity and overlapping are responsible for these microstructure 
modifications.  
In all the tests a great increase of microhardness was verified. Depending on the selected laser 
treatment working conditions, different microstructures characteristics of surface hardening or 
surface melting can be achieved in the treated zone. 
The increase of microhardness of the Al-Si alloy after laser heat treatment occurs due to the 
mechanism of dispersion hardening, a phenomenon like the precipitation hardening or aging, 
which only can be obtained in alloys that the solubility decrease with the cooling, i.e., when the 
solubility of phase rich in solute decreases. As the cooling rate of the laser treatment is very high, 
fine precipitates are formed improving the mechanical properties. 
The high cooling rate causes the refinement of the Al-Si alloy structure, resulting in increase of 
microhardness due to the formation of solid solution of elementary silicon and eutectic particles. 
Depending on the selected laser treatment working conditions, different microstructures 
characteristics of surface melting can be achieved in the treated zone 
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